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PRE/POST Setup in an Amplifi er’s Effect Loop

Connect INPUT 2 and 
OUTPUT 2 to your 
amplifi er’s effects 
loop. Then you can 
select whether the 
modulation effect 
occurs before the 
amplifi er input or 
in the amplifi er 
effects loop. This is 
selectable per preset.

Set the PRE/POST switch to the down position to use Mobius in a pre/post type setup.

When connected as above, the PRE/POST setting in the preset menu has the following effect:
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Connect INPUT 2 to your other 
pedal(s) output and OUTPUT 2 
to the input of your amplifi er 
or other pedal(s). Then you can 
select whether the modulation 
effect occurs before or after the 
other pedal(s). This is selectable 
per preset.
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PRE/POST Setup in a Chain of Pedal Effects

Set the PRE/POST switch to the down position to use Mobius in a pre/post type setup.

When connected as above, the PRE/POST setting in the preset menu does the following:

PRE

TYPE
push (bank/BPM)

hold (save)

push (param)
hold (global)

VALUE

PARAM 1 PARAM 2

B TAPA

SPEED DEPTH LEVEL

BANK DOWN BANK UP

FILTER

DESTROYER

VIBE

ROTARY

FLANGER

PHASER

CHORUS

FORMANT

AUTOSWELL

VINTAGE TREM

PATTERN TREM

QUADRATURE
®

TYPE
push (bank/BPM)

hold (save)

push (param)
hold (global)

VALUE

PARAM 1 PARAM 2

B TAPA

SPEED DEPTH LEVEL

BANK DOWN BANK UP

FILTER

DESTROYER

VIBE

ROTARY

FLANGER

PHASER

CHORUS

FORMANT

AUTOSWELL

VINTAGE TREM

PATTERN TREM

QUADRATURE
®

POST

Instrument

Instrument

DISTORTION
Amp or more pedals

DISTORTION

Amp or more pedals



Mobius - User Manual ®

pg 24

MIDI Specification

CC#          Value Range KNOBS:
Type encoder  19 0-11
Speed  17 0-127 
Depth  18 0-127  
Level  15 0-127  
Param 1  9 0-127  
Param 2  16 0-127  
 
PARAMETERS:    
Tap Division  21 0-4
In/Out  22 0-1 
Tap Switch  39 0-1

CHORUS - Mode  28 0-4 
CHORUS - Mix  29 0-17 
CHORUS - Tone  30 0-20
FLANGER - Mode  24 0-5 
FLANGER - Regen  25 0-17
FLANGER - Manual  26  0-17
FLANGER - Mix  27 0-20
ROTARY - Mic Distance  33 0-17
ROTARY - Horn Level  34 0-17
ROTARY - Preamp Drive  35 0-17 
ROTARY - Slow Rotor Speed  36 0-17
ROTARY - Acceleration  37 0-17
ROTARY - Cab Direction  38 0-1
ROTARY - Tap Select  39 0-1
VIBE - Waveshape  40 0-17
VIBE - Low End  41 0-20 
VIBE - Headroom  42 0-17
VIBE - Mode  43 0-1
PHASER - Mode  44 0-6
PHASER - Regen  45 0-17
PHASER - LFO  46 0-3
PHASER - Stereo Spread  47 0-2
PHASER - Headroom  113 0-17
FILTER - Mode  48 0-2
FILTER - Waveshape  49 0-7
FILTER - Resonance  50 0-18
FILTER - Dry Level  51 0-18 
FILTER - Frequency Middle  52 0-20
FILTER - Stereo Spread  79 0-4
FORMANT - Vowel 1  65 0-5
FORMANT - Vowel 2  66 0-5
FORMANT - LFO  67 0-6
FORMANT - Stereo Spread  115 0-4
VINTAGE TREM - Mode  31 0-2
VINTAGE TREM - Pan  32 0-1
PATTERN TREM - Waveshape 112 0-6
PATTERN TREM - Beat 1  105 0-17
PATTERN TREM - Beat 2  106 0-18
PATTERN TREM - Beat 3  107 0-18
PATTERN TREM - Beat 4  108 0-18
PATTERN TREM - Beat 5  109 0-18

MIDI Patch changes:
Mobius patches are arranged in 100 banks of 2 
patches each for a total of 200 presets. MIDI access 
to these patches is available as MIDI program change 
messages. Via MIDI, the patches are numbered 
sequentially, for example:

BANK 0A = MIDI program # 0
BANK 0B = MIDI program # 1
BANK 1A = MIDI program # 2
BANK 1B = MIDI program # 3
BANK 2A = MIDI program # 4
etc ...

To access patches 0-127  via MIDI, send regular 
program change messages. To access patches 128 
to 199, first send a MIDI Patch Bank message (CC# 
0) with a value of 1, then the program change with a 
range of 0-72.

Other MIDI CC numbers:
A footswitch 80 down=0 up=127
B footswitch 82 down=0 up=127
TAP footswitch 81 down=0 up=127
Remote TAP 93  any
Expression Pedal 100       0-127
Bypass 102 byp=0 eng=127
Phase Reset 125  any 

MIDI Patch Bank 0  0-1
(value = 0 or 1, send a 0 to access patches 0 to 127
send a 1 to access patches 128 to 199) 

MIDI Time Clock:

Mobius will accept MIDI clock at the MIDI input and sync 
modulation speed. A MIDI start clock message resets the 
modulation phase.

CC#            Value Range 

PARAMETERS:    
PATTERN TREM - Beat 6  110 0-18
PATTERN TREM - Beat 7  111 0-18
PATTERN TREM - Beat 8  112 0-18
PATTERN TREM - Pan  32 0-1 
AUTOSWELL - Rise Time  57 0-22 
AUTOSWELL - Shape  58 0-3 
DESTROYER - Bit Depth  59 0-20 
DESTROYER - Sample Rate  61 0-20 
DESTROYER - Filter  62 0-8 
DESTROYER - Vinyl  63 0-18
DESTROYER - Mix  64 0-20
QUADRATURE - Mode  53 0-3
QUADRATURE - Shift 1  54 0-17
QUADRATURE - LFO  56 0-6
QUADRATURE - Mix  55 0-20

CC#          Value Range 
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Specifications

Input Impedance  1Meg Ohm
Output Impedance  100 Ohm
Signal to Noise  115 dB typical
A/D & D/A   24-bit 96kHz
Frequency Response  20Hz to 20kHz
Max Input Level  +8dBu
Bypass Switching  True Bypass (electromechanical relay switching)
    or Analog Buffered Bypass
Dimensions   5” deep x 6.75” wide x 1.87” tall

Power Supply

Input Voltage   9VDC Center Negative
Required Current  300mA

Features

• 12 hand crafted modulation machines 
• Modulation machine subtypes for 33 total discrete algorithms
• Ultra Low Noise, high performance A/D and D/A Converters
• Premium analog front end and output section
• High Performance DSP
• 200 presets, selectable via encoder or on the fly via footswitch
• Numerous deep edit parameters on all mod machines
• Stereo Input & Output
• Pre-post mode for flexible routing, allowing you to place Mobius in two different places in your mono signal   
chain.
• Expression pedal input with selectable simultaneous control over multiple knob parameters
• Pre/Post configuration available via rear panel toggle switch
• Full time Tap Tempo footswitch and external Tap footswitch available via EXP input
• Rugged & Lightweight Anodized Aluminum Chassis
• Intuitive, performance friendly User Interface
• Global bypass selectable between True Bypass or Analog Buffered Bypass
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Strymon Non-Transferrable Limited Warranty

Exclusions
This warranty covers defects in manufacturing discovered while using this product as recommended by 
Strymon. This warranty does not cover loss or theft, nor does the coverage extend to damage caused by 
misuse, abuse, unauthorized modification, improper storage, lightning, or natural disasters.

Limits of Liability
In the case of malfunction, the purchaser’s sole recourse shall be repair or replacement, as described in the 
preceding paragraphs. Strymon will not be held liable to any party for damages that result from the failure of 
this product. Damages excluded include, but are not limited to, the following: lost profits, lost savings, damage 
to other equipment, and incidental or consequential damages arising from the use, or inability to use this 
product. In no event will Strymon be liable for more than the amount of the purchase price, not to exceed the 
current retail price of the product. Strymon disclaims any other warranties, express or implied. By using the 
product, the user accepts all terms herein.

How to Obtain Service Under this Warranty
For North American customers: Contact Strymon through our website at http://www.strymon.net/support for 
Return Authorization and information. Proof of original ownership may be required in the form of a purchase 
receipt.

For International Customers: Contact the Strymon dealer from which the product was purchased from in order 
to arrange warranty repair service. 

Strymon® is a division of Damage Control®, LLC.

Warranty
Strymon warrants the product to be free from defects in material and workmanship for a period of one (1) year 
from the original date of purchase. If the product fails within the warranty period, Strymon will repair or, at our 
discretion, replace the product at no cost to the original purchaser.
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